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 Electrical Characteristics 
 

MAXIMUM RATING 

PARAMETERS DESCRIPTION UNIT MINIMUM TYPICAL MAXIMUM 

Operating Temperature Range °C -30 - +85 

Storage Temperature Range °C -40 - +85 

Input Power dBm - - 26 

Source Impedance(1)  - 50 - 

Load Impedance(1)  - 50 - 

Package type & size  Q 

Length x Width mm² - 1.4 x 1.1 - 

Height mm - - 0.6 

 
 

ELECTRICAL SPECIFICATION 

PARAMETERS DESCRIPTION UNIT MINIMUM TYPICAL MAXIMUM 

Center Frequency (Fo) MHz - 2441.80 - 

Insertion Loss within 2400.00 ~ 2483.50 MHz dB - 1.8 2.2 

Amplitude Ripple within 2400.00 ~ 2483.50 MHz dB - 1.5 2.0 

Attenuation: 

  DC ~1700.00 MHz dB 20 23 - 

  1700.00 ~ 2200.00 MHz dB 20 23 - 

  2700.00 ~ 3100.00 MHz dB 20 26 - 

  3100.00 ~ 4000.00 MHz dB 23 27 - 

  4000.00 ~ 6000.00 MHz dB 20 28 - 

VSWR within 2400.00 ~ 2483.50 MHz  - 1.9 2.3 

Notes: (1) No Matching Network (Ref. Testing Environment Circuit as shown page 2). 

 

 

 

 

 

 

 RF SAW Filter 

 Bluetooth 
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Package Dimensions 

                

               
 
 

 
 

 
Testing Environment 

 

 

                          

Unit: mm 

 



           TF244180AQ-SW                   

 Transko Cal Crystal Comclok,   3981 E. Miraloma Ave., Anaheim CA 92806 USA  
Tel: 714-528-8000  Fax: 714-528-8017  Website: www.transko.com  E-mail: sales@transko.com 

  
 

Rev. 0: May. 2023 

 

Frequency Characteristics 

 

                                                                                                                             

 

 

 

  

 

 

Frequency Response 
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